THREE PIECE CAST
IRON VALVE BOX WITH

CONCRETE PROTECTOR BURY EEQIT?IURBED
RING IN NON—PAVED AREA BUR [][]

VARIES I ROTATE HYDRANT SO THAT 4—1/2" QUTLET
QFACES STREET AS REQUIRED.
5" STORZ IMPROVED MUELLER HYDRANT, #A—24015
CONNECTION 5—1/4" VALVE OPENING
1 EACH WITH 4—1/2" OUTLET
2-EACH WITH 2—1/2” OUTLET

1.
2.

[l TTT—TT FT T E—ITT—1
I=1E

(3-0" MIN.)

NO. 57 OR NO. 67
STONE, 1 CU. YD.
MINIMUM

NEW THRUST BLOCK
SEE DETAIL

WATER MAIN ., .
24" x 24” x 47 (T)

CONCRETE, MINIMUM

CONCRETE BLOCKING 68" ’D_I,P,

FOR TEE—SEE THRUST
BLOCKING DETAIL

6" M.J. GATE VALVE
NOTES:

HYDRANT DRAINS SHALL NOT BE CONNECTED TO OR LOCATED WITHIN 10 FEET OF SEWER SYSTEMS.
DO NOT BLOCK HYDRANT WEEP HOLES WITH THRUST BLOCKING.

STANDARD HYDRANT DETAIL

NOT TO SCALE

STANDARD DETAIL

CI'TY OF CAYCE

HYDRANT DETAIL

APPROVED: |# DWCAYCE—1



AutoCAD SHX Text
HYDRANT DETAIL

AutoCAD SHX Text
STANDARD DETAIL

AutoCAD SHX Text
APPROVED: 

AutoCAD SHX Text
DWCAYCE-1

AutoCAD SHX Text
#

AutoCAD SHX Text
THREE PIECE CAST

AutoCAD SHX Text
IRON VALVE BOX WITH

AutoCAD SHX Text
CONCRETE PROTECTOR

AutoCAD SHX Text
FOR TEE-SEE THRUST

AutoCAD SHX Text
%%USTANDARD HYDRANT DETAIL

AutoCAD SHX Text
BLOCKING DETAIL

AutoCAD SHX Text
NOT TO SCALE

AutoCAD SHX Text
6" M.J. GATE VALVE

AutoCAD SHX Text
6" D.I.P.

AutoCAD SHX Text
WATER MAIN

AutoCAD SHX Text
CONCRETE BLOCKING

AutoCAD SHX Text
M.J. HYDRANT

AutoCAD SHX Text
TEE

AutoCAD SHX Text
DEPTH VARIES

AutoCAD SHX Text
(3'-0" MIN.)

AutoCAD SHX Text
LINE

AutoCAD SHX Text
BURY

AutoCAD SHX Text
VARIES

AutoCAD SHX Text
MINIMUM

AutoCAD SHX Text
STONE, 1 CU. YD.

AutoCAD SHX Text
NO. 57 OR NO. 67

AutoCAD SHX Text
24'' x 24'' x 4'' (T)

AutoCAD SHX Text
CONCRETE, MINIMUM

AutoCAD SHX Text
1 EACH WITH 4-1/2" OUTLET

AutoCAD SHX Text
5-1/4" VALVE OPENING

AutoCAD SHX Text
IMPROVED MUELLER HYDRANT, #A-24015

AutoCAD SHX Text
EARTH

AutoCAD SHX Text
UNDISTURBED

AutoCAD SHX Text
2-EACH WITH 2-1/2" OUTLET

AutoCAD SHX Text
SEE DETAIL

AutoCAD SHX Text
NEW THRUST BLOCK

AutoCAD SHX Text
DO NOT BLOCK HYDRANT WEEP HOLES WITH THRUST BLOCKING.

AutoCAD SHX Text
2.

AutoCAD SHX Text
HYDRANT DRAINS SHALL NOT BE CONNECTED TO OR LOCATED WITHIN 10 FEET OF SEWER SYSTEMS.

AutoCAD SHX Text
1.

AutoCAD SHX Text
%%UNOTES:

AutoCAD SHX Text
FACES STREET AS REQUIRED.

AutoCAD SHX Text
ROTATE HYDRANT SO THAT 4-1/2" OUTLET

AutoCAD SHX Text
RING IN NON-PAVED AREA

AutoCAD SHX Text
CONNECTION

AutoCAD SHX Text
5" STORZ


