SEWER PIPE

CENTERLINE OF

INLET PIPING IS

NOT ALLOWED IN

EITHER QUADRANT
ADJOINING THE MANHOLE
OUTLET.

CAST IRON
FRAME AND COVER
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DROP CONNECTIONS ON SEWERS
LARGER THAN 15" DIA. REQUIRE
DESIGN SUBMITTAL BY THE
ENGINEER

ALL PIPING OF DROP

FEATURE SHALL BE

MECHANICAL JOINT D.I.P.
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UNDISTURBED

o SECTION A—A

MANHOLE STEPS TO BE VERTICALLY IN LINE WITH
”INVERT OUT” FOR PIPE 18” AND LESS. OVER 18”
TO BE LOCATED IN LINE WITH BENCH. USE TYPE
| AND TYPE Il DROPS FOR SEWER GRADES UP TO
(AND INCLUDING) 5% ONLY.

SDR 35 PVC OR D.I.P./

IN ACCORDANCE W/
CITY STANDARDS

FORMED FLOWABLE FILL
TO SPRING LINE OF PIPE

UNDISTURBED \
COMPACTED BACKFILL

(90% STANDARD PROCTOR)

12”

FORMED CLASS B CONCRETE
TO SPRINGLINE OF PIPE

6” PIPE EMBEDMENT
MATERIAL (#57 or #67 STONE)

STANDARD DETAIL

CI'TY OF CAYCE

TYPE

DROP CONNECTION

APPROVED:

|# CAYCE—4A
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